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FRCSEINST 3710.1
All fields required.   Complete all required fields and mark unused optional fields with N/A.
FRCSE 3710/2 (REV. 11/2012)
MAINTENANCE TURN-UP CHECKLIST (choose type aircraft)
FORM WILL POPULATE WHEN A TYPE AIRCRAFT IS SELECTED ON THE ELECTRONIC FILE
ENSURE AIRCRAFT IS POSITIONED IN DESIGNATED TURN-UP SPOT AND REVIEW AIRCRAFT DISCREPANCIES AND RELEASE AIRCRAFT FOR TURN-UP
6.  PRE-TURN REQUIREMENTS AND PROCEDURES (Notify Fire Dept/Crash Crew for Initial Turn or as Required by MIMS)
a.  Turn-Up Operator Debrief for Observers
c.  Secure Aircraft
b.  Ensure Applicable Plugs and Covers are installed
a.  Perform Engine FOD Inspection: Check for Damage
7.  Post Turn Requirements and Procedures
4.  Turn-Up Procedures will be per NA 01-F18AC-NFM-000 (A-D NATOPS) &/or      NA A1-F18EA-NFM-000 (E-G NATOPS)
p.  Perform Radio Check with NAS Ground Control (Freq. 336.4) and        NAVAIRDEPOTJAX Maintenance Control (Freq. 262.9)
n.  Ensure Intake Screens Inspected and Installed
m.  Perform Engine FOD Inspection
l.  Light Cart in Position (After Sunset Only)
k.  Main Landing Gear:  Ensure Chocks are Installed
j.  Ensure Tie Down Installer per NA A1-F18AC-LMM-000 &/or NA A1-F18EA-MM-020
i.  Remove all Plugs and Covers
h.  Ensure Area is Clear of Work Stands, FOD, SE, Excess Personnel and Other Hazards
g.  Review and Comply with FRCSEINST 3710.1
f.  Aircraft Inspection Per NA A1-F18AC-MRC-000 & NA A1-F18AE-MRC-100 (A-D)      NA A1-F18EA-MRC-100 & NA A1-F18EA-MRC-200 (E-G)
d.  Safety Observer
c.  Outside Observer
b.  Specific Reason for Turning Aircraft/Engines
d.  File Turn-Up Checklist with Aircraft Paperwork
q.  Ensure APU Intake/Exhaust Area Clear of FOD and Personnel
e.  Backseat Operator
o.  Ensure Aircraft Ladder is Stowed
4.  TURN-UP OPERATOR ASSIGNED
5.   GROUND CHECK OR E&E SUPERVISOR
D.  File Turn-Up Checklist with Aircraft Paperwork
4.  ENSURE AIRCRAFT IS POSITIONED IN DESIGNATED TURN-UP SPOT
5.  REVIEW AIRCRAFT DISCREPANCIES AND RELEASE AIRCRAFT FOR TURN-UP
8.  PRE-TURN REQUIREMENTS AND PROCEDURES (Notify Fire Dept/Crash Crew for Initial Turn or as Required by MIMS)
A.  Turn-Up Operator Debrief for Observers
C.  Secure Aircraft
B.  Ensure Applicable Plugs and Covers are installed
A.  Perform Engine FOD Inspection: Check for Damage
5.  Post Turn Requirements and Procedures
4.  Turn-Up Procedures will be per NA 01-85ADC-1 (NATOPS)
N.  Perform Radio Check with NAS Ground Control (Freq. 336.4) and        NAVAIRDEPOTJAX Maintenance Control (Freq. 262.9)
M.  Ensure Intake Screens Inspected and Installed
L.  Perform Engine FOD Inspection
K.  Light Cart in Position (After Sunset Only)
J.  Main Landing Gear:  Ensure Chocks are Installed
I.  Ensure Tie Down Installer per NA 01-85ADC-2-1
H.  Remove all Plugs and Covers
G.  Ensure Area is Clear of Work Stands, FOD, SE, Excess Personnel & Other Hazards
F.  Review and Comply with FRCSEINST 3710.1
E.  Aircraft Inspection Per NA 01-85ADC-6-1
D.  Safety Observer
C.  Outside Observer
B.  Specific Reason for Turning Aircraft/Engines
6.  TURN-UP OPERATOR ASSIGNED
7.   GROUND CHECK OR E&E SUPERVISOR
6.  TURN-UP OPERATOR ASSIGNED
7.   GROUND CHECK OR E&E SUPERVISOR
4.  File Turn-Up Checklist with Aircraft Paperwork
4.  Ensure Aircraft is Positioned in Designated Turn-Up Spot
5.  Review Aircraft Discrepancies and Release Aircraft for Turn-Up
SECTION I - PRE-TURN REQUIREMENTS AND PROCEDURES (Notify Fire Dept/Crash Crew for Initial Turn or as Required by MIMS)
1.  Turn-Up Operator Debrief for Observers
6.  Brake Rider
5.  Safety Observer
4.  Aft Observer
3.  Outside Observer
2.  Specific Reason for Turning Aircraft/Engines
7.         Aircraft Inspection Per NA 01-75PAA-6-1
19.         Turn-Up Procedures will be per NA 01-75PAA-1 (NATOPS), NA 01-75PAC-1 (NATOPS)
18.  Ensure APU Intake/Exhaust Area Clear of FOD and Personnel
17.  Perform Radio Check with NAS Ground Control (Freq. 336.4) and NAVAIRDEPOTJAX  Maintenance Control (Freq. 262.9)
16.  Ensure Aircraft Ladder is Stowed
15.  Ensure Intake Screens Inspected and Installed
14.  Perform Engine FOD Inspection
13.  Light Cart in Position (After Sunset Only)
12.  Main Landing Gear:  Ensure Chocks are Installed
11.  Ensure Tie Down Installed per NA 01-75PAA-2-1
10.  Remove all Plugs and Covers
9.  Ensure Area is Clear of Work Stands, FOD, SE, Excess Personnel and Other Hazards
8.  Review and Comply with FRCSEINST 3710.1
SECTION II - POST TURN REQUIREMENTS AND PROCEDURES
1.  Perform Engine FOD Inspection: Check for Damage
3.  Secure Aircraft
2.  Ensure Applicable Plugs and Covers are installed
6.  TURN-UP OPERATOR ASSIGNED
7.   GROUND CHECK OR E&E SUPERVISOR
D.  File Turn-Up Checklist with Aircraft Paperwork
4.  ENSURE AIRCRAFT IS POSITIONED IN DESIGNATED TURN-UP SPOT
5.  REVIEW AIRCRAFT DISCREPANCIES AND RELEASE AIRCRAFT FOR TURN-UP
8.  PRE-TURN REQUIREMENTS AND PROCEDURES (Notify Fire Dept/Crash Crew for Initial Turn or as Required by MIMS)
A.  Turn-Up Operator Debrief for Observers
C.  Secure Aircraft
B.  Ensure Applicable Plugs and Covers are installed
A.  Perform Engine FOD Inspection: Check for Damage
5.  Post Turn Requirements and Procedures
4.  Turn-Up Procedures (check appropriate aircraft)
L.  Perform Radio Check with NAS Ground Control (Freq. 336.4) and        NAVAIRDEPOTJAX Maintenance Control (Freq. 262.9)
K.  Perform Engine FOD Inspection
J.  Main Landing Gear:  Ensure Chocks are Installed
H.  Remove all Plugs and Covers
G.  Ensure Area is Clear of Work Stands, FOD, SE, Excess Personnel & Other Hazards
F.  Review and Comply with FRCSEINST 3710.1
E.  Aircraft Inspection (check appropriate aircraft)
D.  Safety Observer
C.  Outside Observer
B.  Specific Reason for Turning Aircraft/Engines
4.  ENSURE AIRCRAFT IS POSITIONED IN DESIGNATED TURN-UP SPOT
5.  REVIEW AIRCRAFT DISCREPANCIES AND RELEASE AIRCRAFT FOR TURN-UP
8.  PRE-TURN REQUIREMENTS AND PROCEDURES (Notify Fire Dept/Crash Crew for Initial Turn or as Required by MIMS)
A.  Turn-Up Operator Debrief for Observers
C.  Secure Aircraft
B.  Ensure Applicable Plugs and Covers are installed IAW NA 01-S3B-2-1
A.  Perform Engine FOD Inspection: Check for Damage
5.  Post Turn Requirements and Procedures
4.  Turn-Up Procedures will be per NA 01-S3AAB-1B (NATOPS)
N.  Perform Radio Check with NAS Ground Control (Freq. 336.4) and        NAVAIRDEPOTJAX Maintenance Control (Freq. 262.9)
M.  Ensure Intake Screens Inspected and Installed
L.  Perform Engine FOD Inspection
K.  Light Cart in Position (After Sunset Only)
J.  Main Landing Gear:  Ensure Chocks are Installed
I.  Ensure Tie Down Installer per NA 01-S3B-2-1
H.  Remove all Plugs and Covers
G.  Ensure Area is Clear of Work Stands, FOD, SE, Excess Personnel & Other Hazards
F.  Review and Comply with FRCSEINST 3710.1
E.  Aircraft Inspection Per NA 01-S3IMC-6-1
D.  Safety Observer
C.  Outside Observer
B.  Specific Reason for Turning Aircraft/Engines
D.  File Turn-Up Checklist with Aircraft Paperwork
O.  Ensure APU Intake/Exhaust Area Clear of FOD and Personnel
E.  Turn-Up Operator De-Brief
6.  TURN-UP OPERATOR ASSIGNED
7.   GROUND CHECK OR E&E SUPERVISOR
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